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ROUTER R2

Loop0: 2222:610:6CC:10::

E0/0: 2001:610:6CC:23::2

E0/1: 2020:610:6CC:20::2

E0/3: 2001:610:6CC:52::102

ROUTER R3

Loop0: 3333:610:6CC:10::

E0/0: 2001:610:6CC:36::3

E0/1: 2001:610:6CC:13::3

E0/2: 2001:610:6CC:23::3

E0/3: 2001:610:6CC:52::103

ROUTER R6

Loop0: 6666:610:6CC:10::

E0/0: 2001:610:6CC:36::6

E0/1: 2001:610:6CC:46::6

E0/2: 2001:610:6CC:56::6

E0/3: 2001:610:6CC:52::106

ROUTER R5

Loop0: 5555:610:6CC:10::

E0/0: 2001:610:6CC:56::5

E0/1: 5050:610:6CC:50::5

E0/3: 2001:610:6CC:52::105E0/0 E0/0

E0/2 E0/2

Piont-to-Point-based connections are represented with 

dashed lines.

THE ISP CORE

ROUTER R1

Loop0: 1111:610:6CC:10::/64

E0/0: 2001:610:6CC:13::1

E0/3: 2001:610:6CC:52::101

ROUTER R4

Loop0: 4444:610:6CC:10::

E0/0: 2001:610:6CC:46::4

E0/3: 2001:610:6CC:52::104
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Piont-to-Point-based connections are represented with 

dashed lines.
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