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IP ADDRESS INFORMATION

hq-3725:

s0/0.1 – 10.254.254.1 / 30

s0/0.2 – 10.254.254.5 / 30

f0/1 - 10.255.255.10/24

f0/0 – 10.11.11.135/24

hq-2611xm:

f0/0 – 10.11.11.141/24

br1-3725:

s0/0.1 – 10.254.254.2 / 30

f0/1 - 10.255.255.11/24

f0/0- 10.11.12.254/24

br2-3725:

s0/0.1 – 10.254.254.6 / 30

f0/1 - 10.255.255.12/24

f0/0 – 10.11.13.254/24

pstn-3725:

f1/0 – switchport

f1/1 – switchport

f 1/2  - switchport

vlan int - 10.255.255.15/24

FR:

Port 1 dlci 101 <-> Port 10 dlci: 202

Port 1 dlci 102 <-> Port 11 dlci: 203

FRAME-RELAY

.254 .254

.1.1

hq-phone / 2000 hq-phone / 3000

FEATURES INFORMATION

hq-3725:

•CME

•IPIPGW

•Gatekeeper

hq-2611xm:
•Xcoding

•Conferencing

•MGCP

•Voice Ports

•T.37 Fax

br1-3725:

•SRST

•AA

br2-3725:

•CME

•B-ACD

pstn-3725:

•CME

•IPIPGW

•Gatekeeper
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